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I. Introduction

’

The phenomenon of three-dimensional shock wave-turbulent boundary layer
interaction (denoted "D-D turbulent interactions for brevity) represents an
important unsolved problem in modern high speed fluid mechanics. It is present

: ]

in a wide variety of fluid flow applications, including high speed aerodynamics

(e.g., the deflection of aerodynamic control surfaces), internal flows (e.g.,

1

high speed aircraft inlets) and gas dynamic lasers. A complete physical

understanding of 3-D turbulent interactions is lacking even for simple geometries,2

and thus further research effort is warranted in this area.

The overall goals of the present research program, as indicted in the

original proposa],3 are the following:

1. To determine the accuracy of theoretical predictions of 3-D shock
wave-turbulent boundary layer interactions by numerical solution of
the three-dimensional mean compressible Navier-Stokes equations with

a turbulent eddy viscosity model.

2. To investigate the physical structure of 3-D shock wave-turbulent
boundary layer interactions in simplified geometries (e.g., swept
compression corner, swept fin and sharp fin configurations) through
a close cooperative research effort consisting of numerical computa-

tions by the present investigator and experimental studies by the

Princeton Gas Dynamics Laboratory.

3. To evaluate the hypothesized physical structure of 3-D interactions
at a variety of conditions outside the range of the experiments

(e.g., different Mach numbers and geometries).




The research effort during the first year has focused on two major areas.
First, the accuracy of the algebraic turbulent eddy viscosity model has been
examined for 2-D turbulent interactions for the configuration of a 2-D
supersonic compression corner at Mach 3. Second, the three-dimensional
interaction of an oblique shock with a turbulent boundary layer for the 3-D
sharp fin configuration has been evaluated. The results are presented in

detail in the following sections.




I1. Status of the Research for First Year

and

Schedule of Research for Remainder of Second Year

A. Calculation of Two-Dimensional Turbulent Compression Ramp Flows

1. Motivation
The purpose of the 2-D supersonic compression ramp investigation is to
critically examine the efficacy of the algebraic turbulent eddy viscosity

model, developed by Baldwin and Lomax,4

for the computation of 2-D turbulent
interactions. This turbulence model, which has also been adopted for the 3-D
turbulent interaction investigation, has been employed for a variety of

3-D flowfield ca]culations.3’5'8

The Baldwin-Lomax model, however, has not
been critically examined for 2-D turbulent interactions. The major focus of
this research is to identify the deficiencies of the Baldwin-Lomax model for
this type of flows, and to develop sensible modifications, within the inherent
limitations of the algebraic eddy viscosity concept, that would result in

improvements to the overall flowfield prediction.

2. Experimental Configuration

The flow configuration is illustrated in Fig. 1. An equilibrium supersonic
turbulent boundary layer is turned by the deflection of a ramp of variable

angle a. An extensive experimental data base has been acquired by Settles and

9-1

his colleagues at the Princeton Gas Dynamics Laboratory at a nominal Mach

number of 2.9. The data may be categorized into two major areas, namely
(1) flowfield profiles for four corner angles at a fixed Reynolds number Re‘S

of 1.6 million, and (2) surface pressures for a fixed ramp angle of 20 deg

for a range of Reynolds numbers Re6 from 0.75 million to 7.6 million. The

@«
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first category includes measurements of (a) surface pressure, (b) skin friction,
and (c) velocity, Mach number and static pressure profiles at nine streamwise
stations for each ramp angle. The second category includes surface pressure

and separation-to-reattachment length data.

3. Method of Solution

The governing equations are the full mean compressible Navier-Stokes

equations in two dimensions using mass-averaged variables,]2 strong conserva-

tion fonr'm,‘l3

and general curvilinear coordinates. In addition, the equation
of state for a perfect gas, and Sutherland's relation for the molecular
viscosity are used. The molecular and turbulent Prandtl numbers are 0.72 (air)
and 0.9, respectively.

The algebraic turbulent eddy viscosity model of Baldwin and Lomax is
employed. Two additional modifications were made to the turbulence model during
the course of the investigation. To date, therefore, three different versions
have been employed as follows:

a. Unmodified Baldwin-Lomax Model
This is the original form proposed by Baldwin and Lomax.*
b. Modified Baldwin-Lomax Model
In this version, the local value of the shear stress is employed
in the Van Driest damping factor. In addition, the outer form
of the eddy viscosity is modified to reduce unphysical oscillations
in the computed turbulent length scale in the vicinity of the
compression corner.
¢. Baldwin-Lomax Model with Relaxation
This version employs the relaxation eddy viscosity model proposed

by Shang and Hankey]4 for the Cebeci-Smith turbulence model.
The equilibrium eddy viscosity is the modified Baldwin-Lomax model.




e e e e

The numerical algorithm employed to solve the Navier-Stokes equations is
the implicit approximate factorization method of Beam and Wanning.15 The
algorithm is second-order accurate, and is widely used for 2-D and 3-D flow-
field calculations.

The incoming boundary layer profile, which provides the upstream boundary
condition for the computations, was obtained by calculating the development
of a flat plate turbulent boundary layer up to the station where the computed
and experimental momentum thicknesses were equal. The computed upstream profile

is in close agreement with the experimentg']]

16

and the compressible Law of the
Wall and Wake.

A typical computational grid is highly non-uniform in both coordinate
directions in order to provide sufficient resolution of the turbulent boundary
layer and the interaction region. The normal mesh spacing near the wall was
chosen to accurately resolve the viscous sublayer, with Ay+ less than
approximately two at all stations. The typical number of grid points within
the boundary layer was 25 to 30 at all stations. The streamwise grid spacing
in the interaction region varied from 0.027 6_ (for « = 8 deg) to 0.077 §_
(for a = 24 deg). The maximum streamwise grid spacing outside the corner

interaction region was always less than 0.6 §_ .

4, Results
During the first year, the research effort in the 2-D supersonic compression
ramp focused on the first cagegory of the experimental data base, namely, the

examination of the effects of ramp angle for a fixed Reynolds number R95 .
Research is continuing in this area during the second year, with the pur;ose

of completing the computation of all four cases with the modified and relaxation
versions of the Baldwin-Lomax model. For those cases presented in this report,

a full comparison of the computed results with the experimental data has been

L N bt R i - TR s e T g B Bk e S 4 — -
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performed. For purposes of brevity, the results presented herein have been

limited.

4.1 Results for 8 deg Ramp

The computed and measured surface pressure for the 8 deg ramp is displayed
in Fig. 2. The ordinate is the surfacepressure, normalized by the upstream
static pressure, and the abscissa is the distance from the corner normalized
by the upstream boundary layer thickness §,- The computed and measured profiles
are seen to be in good agreement in the interaction region. Downstream of the
interaction, the computed pressure is slightly above the experimental results,
although the maximum deviation of approximately 3% is only slightly greater
than the experimental uncertainty (2%) indicated in Ref. 11.

The computed and measured surface shear stress, normalized by the upstream
dynamic pressure, is shown in Fig. 3. Upstream of the interaction, the computed
and measured values are in close agreement, as indicated above. The computed
and experimental profiles display an abrupt decrease associated with the shock-
boundary layer interaction at the corner. The computed profile shows a small
separated region approximately 1.4 mm in length. The experimental skin friction
displays a positive minimum value. However, the distance between successive
skin friction measurements in the corner region (2.5 mm) is nearly twice the
size of the computed separation region, and hence the separation region is
unlikely to be observed in the experiments. Although the kerosene-graphite
visualization did not display any evidence of separation for the 8 deg ramp,
it is possible that the scale of the separation is below the resolution of the

kerosene-graphite technique.

4.2 Results for 16 deg Ramp

Two separate calculations were performed for the 16 deg ramp, using the
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unmodified and modified Baldwin-Lomax model. The computed and measured surface
pressure is shown in Fig. 4. The surface pressure results using the unmodified
Baldwin-Lomax model are essentially identical to the modified model and are
not shown. The computed profile displays an insufficient upstream propagation,
similar to the results obtained by Shang and Hankey14 using the unmodified
Cebeci-Smith algebraic eddy viscosity model. The computed and measured profiles
are seen to be in good agreement in the recovery region.
The computed and measured skin friction coefficient is displayed in
Fig. 5. Results are shown for the two separate calculations, employing the
unmodified Baldwin-Lomax model and the modified Baldwin-Lomax model. The
computed and measured profiles show reasonable agreement in the region of rapidly
decreasing skin friction. The computed separation-to-reattachment length is
seriously overpredicted by the unmodified Baldwin-Lomax model. The modified
model shows a substantial improvement in this regard. In the recovery region
(i.e., downstream of reattachment), the modified model again displays a marked
improvement over the original Baldwin-Lomax model. Both models, however,
seriously underpredict the magnitude of the skin friction in the recovery region.
This behavior is similar to previous computations using algebraic eddy viscosity
models.]7
The computed and experimental velocity profiles at three stations (corre-
sponding to positions upstream, at the corner, and downstream of the interaction)
are shown in Fig. 6. The computed profile downstream of reattachment displays
an insufficient recovery near the wall (i.e., the computed velocity is below
the experimental data). This observation is consistent with the underprediction

of the skin friction discussed above.

4.3 Results for 20 deg Ramp

The computed and experimental surface pressure are displayed in Fig. 7,

10
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where results are shown for the modified Baldwin-Lomax model. Due to the
improvement afforded by the modified model, no further computations have been
performed to date using the original unmodified model. The computed results
again display an insufficient upstream propagation.
The skin friction is shown in Fig. 8. The computed skin friction begins
to decrease at a location closer to the corner than the experimental data, due
to the insufficient upstream propagation in the computed flowfield. The size
of the separation region is overpredicted by the computations, and the recovery
of the boundary layer is again less rapid than observed experimentally. Comparison

of velocity profiles (not shown) affirms these conclusions.

4.4 Results for 24 deg Ramp

The computed and measured surface pressure for the 24 deg ramp are displayed
in Fig. 9, which includes results for the modified and relaxation eddy viscosity
models. The relaxation length was determined by requiring agreement between
the computed and measured upstream propagation distance as determined by the
surface pressure. It should be noted that the relaxation length of 10 §_
employed by Shang and Hankey is substantially larger than required by the above
criteria, and yields a significant overprediction of the extent of upstream
propagation.

The computed and measured skin friction coefficient is shown in Fig. 10.
Compared to the modified Baldwin-Lomax model, the relaxation model improves
the prediction of the separation location. Both models, however, significantly

underestimate the skin friction in the recovery region.

5. Conclusions to Date

Based upon the above results, the following conclusions have been made:
a. The unmodified Baldwin-Lomax model underestimates the upstream

propagation of the interaction and the downstream recovery of

15
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the boundary layer.

b. The modified Baldwin-Lomax model provides some improvement in
the location of reattachment at moderate ramp angles.

¢c. A relaxation length may be selected which provides good agree-
ment with the upstream propagation of the interaction as seen in
the surface pressure and skin friction profiles. The relaxation
length is substantially smaller than employed by Shang and Hankey
with the Cebeci-Smith turbulence model.

d. A1l versions of the turbulence model underpredict the recovery
of the boundary layer downstream of reattachment.

e. The underprediction of the boundary layer recovery is attributable
to the inability of the algebraic eddy viscosity model to incor-
porate the observed rapid increase in turbulent mixing downstream

of reattachment.

6. Research Plans for Remainder of Second Year

for Two-Dimensional Compression Ramp

During the remaining portion of the second year, additional studies of
the 2-D compression ramp will be performed. First, several additional computa-
tions of the first category of experimental data at Mach 3 (variable ramp angle
with fixed Re6 ) will be performed with the modified and relaxation models.

Secondly, the second category of experimental data at Mach 3 (variable Rea and

fixed ramp angle) will be considered. Thirdly, several additional computations

of the 2-D compression ramp at Mach 2 are planned.

B. Calculation of Three-Dimensional Supersonic Sharp Fin Flows

1. Motivations

The purposes of the 3-D sharp fin investigations are twofold, namely

19




a. To critically examine the accuracy of theoretical predictions
of a 3-D shock wave-turbulent boundary layer interaction using
the Baldwin-Lomax model.

b. To evaluate the physical structure of the 3-D sharp fin inter-
action using the computed results.

As indicated in Section II.A.1, the Baldwin-Lomax model has been utilized for
a variety of 3-D turbulent interaction calculations. The present investigation
seeks to examine the accuracy of the Baldwin-Lomax model by comparison with

18-21 It is

the extensive experimental data base of Oskam and his colleagues.
recognized, of course, that the evaluation of the accuracy of the Baldwin-Lomax
model is a necessary prerequisite to the utilization of the computed solution

to examine the physical structure of the 3-D sharp fin flowfield.

2. Experimental Configuration

The flow configuration is illustrated in Fig. 11, and consists of a corner
formed by a flat plate (i.e., wind tunnel wall) and a wedge ("shock generator”).
An equilibrium supersonic turbulent boundary layer develops on a flat plate
(i.e., wind tunnel wall). The deflection of the wedge surface results in the
formation of an oblique shock, which intersects the turbulent boundary layer
on the flat plate, resulting in a 3-D shock wave-turbulent boundary layer
interaction. An extensive experimental data base has been acquired by Oskam and

his co]]eagues18'2]

at the Princeton Gas Dynamics Laboratory at a nominal free-
stream Mach number of 2.9. During the present investigation, two separate

configurations were computed with nominal wedge angles a_ of 4 deg and 10 deg.

g
The experimental data of Oskam includes (a) surface pressure, (b) heat transfer,
{c) profiles of pitot pressure, static pressure, pitch and yaw angles, (e) total

temperature profiles, and (f) oil flow visualization.

20
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3. Method of Solution

The governing equations are the full mean compressible Navier-Stokes
12

equations in three dimensions using mass-averaged variables, © strong conserva-

tion form,]3

and general curvilinear coordinates. A perfect gas is assumed, and

Sutherland's law is employed for the molecular viscosity. The molecular and

turbulent Prandtl numbers are 0.72 (air) and 0.9, respectively.

The algebraic turbulent eddy viscosity model of Baldwin and Lomax is

employed, with modification to the length scale for the corner region formed by

“he wedge and flat plate.5’22’23

eddy viscosity was modified. Specifically, the function Fmax

the outermost extremum of the function £wD, where { is the mixing length,

In addition, the outer formulation for the

was defined by
5,22,23

w is the magnitude of the vorticity, and D is the Van Driest damping factor.

This differs from the formulation proposed by Baldwin and Lomax, in which

the maximum (not the outermost extremum within the boundary layer) defined

Fmax

and Zmax‘ In the Van Driest damping factor, the wall value of the shear stress

was employed. No relaxation model was utilized.

The numerical algorithm employed to solve the Navier-Stokes equations

is

the hybrid explicit-implicit algorithm developed by Knight.24~27 The method

(28,29

combines the explicit finite-difference algorithm of MacCormac with a

separate implicit algorithm for the viscous sublayer and transition wall regions

of the turbulent boundary layer. The algorithm has previously been employed for

the computation of a variety of 2-D shock turbulent boundary layer interactions

(including cases in which flow separation occurred), and recently extended

3-D flows. The overall algorithm is second-order accurate.

to

The incoming boundary layer profile, which provides the upstream boundary

conditions for the computations, was obtained in the same manner as discussed

previously. The computed upstream profile is in close agreement with the

experiment and the compressible Law of the Wall and wake.16
22
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The general configuration of the computational domain is illustrated

by the dotted lines in Fig. 12. The finite-difference grid consists of a

’
number of streamwise planes, separated by a constant distance ax. Within each
streamwise plane, a highly non-uniform grid was employed to accurately resolve
R the boundary layer structure on the wedge and flat plate. The % = 3.73 deg

case was computed using a total grid of 28,230 points, with a 38 by 29 grid

distribution in the cross-plane. The 2 = 9,72 case was computed twice, using

a total of 79,727 grid points (for Grid #1), and 34,232 points (for Grid #2).
These two grid systems differed principally in the size of the streamwise grid
spacing ax, in order to evaluate the effect of the streamwise grid spacing on
the computed solution. For Grid #1, ax = 0.46 §_, and for Grid #2, ax = 0.93 &_.
The coarser grid spacing of Grid #2 is equal to that employed by Horstman and
Hung.30 Careful attention was devoted to insuring sufficient resolution of the
flowfield by the grid, including the viscous sublayer and turbulent boundary
layers. In particular, the distance of the first row of mesh points adjacent to
the walls, expressed in wall units, was everywhere less than 3.2. Also, the

typical number of points within the boundary layers on the flat plate and wedge

are 20 and 17, respectively.

4, Results

Detailed comparison has been performed with the experimental data of
Oskam for the nominal wedge angles of 4 deg and 10 deg for the Model 1 configura-
tion of Oskam. Separate comparison has been performed for all of the published
profiles of surface pressure, surface heat transfer, pitot pressure profiles,
yaw angle profiles, static pressure profiles, and pitch angle profiles as given
in Ref. 21. The streamwise location of the experimental measurement stations is

displayed in Fig. 13. 1In the interest of brevity, results are presented herein
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only for the o = 10 deg case at x = 14.1 5_ (x = 7.6 inch = 19.3 cm).

The compzted and experimental surface pressure on the flat plate at
= 14.1 3_ is shown in Fig. 14. The arrow indicates the spanwise location

of the shock wave at this station. The calculated profiles for Grid 7l
(ax = 0.46 5_) and Grid #2 (ax = 0.93 §_) are seen to be in excellent agree-
ment, with a maximum difference of 1%. The computed and measured pressure are
in close agreement, with a maximum difference of less than 5%. The corner
pressure agrees to within 3.6%. Additional comparison of profiles at
x/§_ = 8.46, 9.4, 10.4, 13.1, 14.9, 15.9 and 16.8 (not shown) indicates similar
agreement. First, the maximum difference in computed profiles for Grid #1 and 2
is 1%. Second, the maximum difference between the calculated and experimental
profiles at these stations is 3.3%, 5.4%, 4.0%, 5.0%, 6.0%, 7.0% and 4.0%,
respectively. Third, the maximum overall difference between computed and
experimental corner pressure is 4.0%. The computed profile of Horstman and Hung30
at x = 14,1 &_ shows similar close agreement with experiment.

In Fig. 15, the computed and experimental heat transfer coefficient on

the flat plate at x = 14.1 8 is shown. The heat transfer coefficient is

defined according to Ch =q,/0, U, < (Tw - Taw) where q is the wall heat

transfer, Tw is the wall temperature, and Ta is the adiabatic wall temperature.
w
For the computed results, Ta =T + r(Tt - Tw) where r = 0.89 is the recovery
W ]
21

factor, which conforms with Oskam. In normalizing with respect to Ch , the
corresponding experimental and calculated values of Ch (0.00071 and 0.300656,
respectively) are used. Although these values differ :y 8.2%, this discrepancy
is within the uncertainty of the experimental measurementsZ] (£15% of Ch ).
The computed profiles for Grids #1 and 2 are in good agreement, except f;r the
pronounced "kink" in Ch for Grid #1 at zg/s°° = 0.2. This kink is associated

with the Baldwin-Lomax turbulence model, and a cpmp]ete discussion is presented
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Fig. 14. Surface Pressure on Tunnel Wall at
x =141 5 _ for % = 10 deg
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in Ref. 27. The computed peak heat transfer coefficient is 7.2% below the
experimental value, which is within the uncertainty of the measurement.
Comparison with three additional profiles at x/5_ = 8.5, 9.4 and 13.1 display
similar agreement. First, the difference in computed peak heat transfer between
Grid #1 and 2 is less than 5.5% at all stations. Second, the difference in the
computed peak Cp (using Grid #1) and experiment is 3.8%, 5.5% and 8.0%,
respectively, at the three stations.

The computed and measured yaw angle at two spanwise locations
(zg/6°° = 0.47 and 4.2) at x = 14,1 §_ is shown in Fig. 16. The yaw angle is
defined by o = tan'] (w/u) where u and w are the components of the velocity
along the x and z directions (Fig. 12). At this x-station, the shock is located
at zg/<*3°n = 5,03. The computed profiles using Grid #1 and 2 are seen to be in
excellent agreement, with only a slight difference in the inviscid region at
zg/G°° = 4.2 which is less than 2 deg. The calculated profile at zg/6°° = 0.47
is in excellent agreement with the experiment. The comparison at zg/é°° = 4.2
displays good agreement, with a maximum difference of 4.8 deg. The rapid
increase of yaw angle within the boundary layer is evident, with values reaching
36 deg close to the flat plate. Comparison with 18 additional profiles (not shown)
confirm the above findings. First, the computed profiles using Gird #1 and 2 are
in excellent agreement. The maximum difference within the boundary layer is
less than 1 deg, and the maximum difference outside the boundary layer is less
than 2 deg. Second, the computed profiles are in good agreement with the
experiment. Specifically, comparison of profiles for zg/zgs(x) between 0 and 0.7
(where z is the shock location) indicate a maximum difference of less than

95 (x)

3 deg. For zg/zg ) between 0.7 and 1.45 (the spanwise limit of the measure-
s(x

ments), the maximum difference is less than 6 deg.
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In Fig. 17, two profiles of the calculated and experimental pitot pressure

P, at x = 14.1 §_ are shown. The spanwise locations are the same as for Fig. 16.

p
The computed profiles using Grid #1 and 2 are in close agreement within the
boundary layer, with a maximum difference of 4.7% at Zg/éw = 0.47 and Jess than

% at zg/csw = 4.2. The computed profiles display a maximum difference of 6.8%

in the inviscid region at zg/6°° = 4.2, which is associated with the proximity
of this location to the shock and the shock-capturing nature of the algorithm.
The calculated profiles are observed to be in good agreement with the experiment.
At zg/ﬁ°° = 0.47, the maximum difference between the calculated and measured
profiles is less than 5% everywhere (except for the data point nearest the

plate, which is at y = 0.0254 cm). At zg/a°° = 4.2, the maximum difference is less
than 9.0% of pp . Comparison with 18 additional profiles (not shown) shows
similar charact:ristics. First, the computed profiles using Grids #1 and 2 are
in excellent agreement. The maximum difference within the boundary layer is less
than 1%, except for three profiles (at different x) close to the corner

(zg/é°° typically equal to 0.1) for which the maximum difference is less than

5%. Second, the computed profiles are in reasonable agreement with experiment.
The maximum difference between the computed and experimental results is less than
10% for 15 of the 18 profiles, and less than 15.6% for the remaining profiles.

In Fig. 18, the direction and magnitude of the surface shear stress on the
flat plate is shown (only even-numbered x-stations have been plotted for clarity
using the solution from Grid #1). The experimental oil film pattern is shown
in Fig. 19. The flow geometry in Fig. 18 has been reflected in the x-y plane
in order to agree with the flowfield orientation of Fig. 19. It is apparent from
Fig. 19 that a line of coalescence (denoted a "three-dimensional separation 1ine;"3]

see also Ref. 32) forms upstream of the shock location. The computed coalescence

line, which also represents an asymptote of the surface shear stress, is in
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good agreement with the experimental oil film coalescence line. In particular,
at x/3_ = 10.0, the normal distance of the coalescence line from the shock line
is approximately 1.2 i in the experiment and 1.3 ¢ in the calculation.

30 of the flow streamlires for this and other

Computations by Horstman anu Hunt
cases exhibiting coalescence of the surface shear stress have shown a strong
1ifting off of the fluid in the vicinity of the line of coalescence. Additional

investigation of the flowfield in this region is needed.

5. Conclusions to Date

Based upon the extensive comparison between computed results and the

experimental data of Oskam,21

it is concluded that the theoretical results using
the Baldwin-Lomax turbulence model provide good agreement with the experimental
data for the configurations examined for a wide variety of flow variables including
surface pressure, heat transfer, pitot pressure, static pressure and yaw angle.
This comparison, therefore, provides the necessary confidence in the accuracy

of the Baldwin-Lomax model for the configurations examined, and thus permits the

use of the computed flowfields for % = 3.73 deg and 9.72 deg for the examina-

tion of additional details of the flowfield structure.

6. Research Plans for Remainder of Second Year

for 3-D Turbulent Interactions

The research schedule for the remaining portion of the second year may be
categorized into two major areas:
a. Investigation of Flowfield Structure for the 3-D Sharp Fin

(a, = 3.73 deg and 9.72 deg).

g
The physical structure of the 3-D sharp fin flowfield will be

examined using the computed results. A variety of possible areas

may be considered, including examination of cross-flow velocity
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vectors (in order to investigate possible “"vortical" flecw structures)
and streamline and streamtube tracing (to examine the fluid

particle motion, particulariy in the vicinity of the line of
coalescence).

b. Computation of 3-D Swept Compression Corner at Mach 3.

One or more cnnfigurations of the swept compression corner will

be computed, and the results compared with the experimental data
of Settles et a1.2’33 This investigation will provide further
examination of the efficacy of the Baldwin-Lomax turbulence model,
and, assuming good agreement between the computed and experimental
data, the opportunity for further investigation of the flowfield

structure using the computed results.
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III. Written Publications

1. Visbal, M., and Knight, D., "Generation of Orthogonal and Nearly Orthogonal
Coordinates with Grid Control Near Boundaries," AIAA J., Vol. 20, No. 3,
March 1982, pp. 305-306.

2. Knight, D., "Application of Curvilinear Coordinate Generation Techniques to

the Computation of Internal Flows," in Numerical Grid Generation - Proceedings

of a Symposium on the Numerical Generation of Curvilinear Coordinates and

their Use in the Numerical Solution of Partial Differential Equations,

North-Holland, New York, 1982, pp. 357-384.
3. Knight, D., "A Hybrid Explicit-Implicit Numerical Algorithm for the Three-
Dimensional Compressible Navier-Stokes Equations," AIAA Paper No. 83-0223,

AIAA 21st Aerospace Sciences Meeting, January 10-13, 1983.

Publication No. 1 represents research sponsored by AFOSR Grant 80-0072 and
AF Contract F-33615-C-3008.

Publications No. 2 and 3 represent research sponsored by AFOSR Grants 80-0072
and 82-0040.

37




ay

Principal Investigator:

Graduate Research Assistant:

IV.

List of Personnel

Prof. Doyle Knight
Department of Mechanical and Aerospace Engineering

Mr. Miguel Visbal
Department of Mechanical and Aerospace Engineering




V. Interactions

A. Interactions with Research Group at Princeton Gas Dynamics

Laboratory

The interaction with the Princeton Gas Dynamics Laboratory can be

categorized into three main areas:

a. Frequent Meetings with Princeton Research Personnel Throughout the Year

Frequent meetings have been held with the research personnel at

Princeton. The purpose of these meetings has been to discuss the

results of the theoretical research, and to propose future directions

for the research effort. These meetings have proven very fruitful.

b. Computation of Flou/fields Previously Investigated at Princeton

The 2-D compression ramp and 3-D sharp fin experimental data were

obtained at Princeton during the mid-1970s. The choice of these data

bases has allowed a close interaction with the Princeton group in the

discussion of the computed results. A1l comparisons between computed

and experimental results have been provided to the Princeton research

group.

c. Comparison of Computed Pitot Pressure and Yaw Angle Profiles with

the Experimental Surveys for the 3-D Sharp Fin at Mach 3 Taken at

Princeton During 1982

A set of twenty-two profiles each of pitot pressure and yaw angle for

the 3-D sharp fin at %

= 9,72 deg was compared with the experimental

data obtained at Princeton during 1982. These profiles examined
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additional features of the flowfield which had not been investigated

by Oskam.18'21

The entire set of profile comparisons was provided to
the Princeton group, and the results discussed at a meeting in

October '82. The experimental data showed a distinct "bulge" in the
yaw angle immediately above the tunnel wall boundary layer and slightly

upstream of the shock wave. This "bulge" was also evident in the

calculated results, although guantitatively not as large. Precise
comparison between computed and measured results in this case was feas-
ible for most (although not all) of the experimental profiles. In %
particular, comparison was mitigated by the close proximity of several
of the experimental data stations to the shock location (i.e., within
0.5 3_) and the shock-capturing nature of the numerical algorithm. It
is also noted that the experimental data profiles were transferred by
asynchronous transmission between the computer at the Princeton Gas
Dynamics Lab and a computer at Rutgers University with the assistance

of Mr., Dick Gilbert of Princeton.

B. Spoken Papers Presented at Technical Meetings

for the Period 1 Oct 1951 to 30 Sept 1982

1. Knight, D., "Computation of Three-Dimensional Viscous-Inviscid Interactions
on the CYBER 203 Vector-Processing Computer," Thirty-Fourth Meeting of the
American Physical Society, Division of Fluid Dynamics, November 1981;

Bulletin of the American Physical Society, Vol. 26, November 1981, p. 1248.

C. Seminars for the Period 1 Oct 1981 to 30 Sept 1982

S 1. Knight, D., "Computation of Three-Dimensional Compressible Viscous Flows
on the CYBER 203 Computer," Courant Institute of Mathematical Sciences,

New York, January 1982.




Knight, D., “Numerical Simulation of High Speed Viscous Flows," Dept. of

Aerospace Engineering, Texas A&M University, April 1982.

Knight, D., "Generation of Water Waves by Wind," Dept. of Meteorciogy,
Cook College, Rutgers University, April 1982,

Invited Lectures for the Period 1 Oct 1981 to 30 Sept 1982

Knight, D., "Application of Curvilinear Coordinate Generation Techniques to
the Computation of Internal Flows," Symposium on Numerical Generation of
Curvilinear Coordinates and their Use in the Numerical Solution of Partial

Differential Equations, Nashville, Tennessee, April 1982 (see Section III).
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